TENDER NO:01/2023-24 DATE :03/11/2023

OFFICE OF THE PRINCIPAL
BIHAR NATIONAL COLLEGE, PATNA 800 005

EMERGENT NOTICE INVITING TENDER

| Designation of officer inviting tender Principal, Bihar National College, Patna

Last date of issue/download of B.O.Q with Time and | Office of The Principal, Bihar National College,
place

Patna upto 5:00 pm on 23/11/2023

| Place, Time & Date of receiving of Tender Office of The Principal, Bihar National College,

Patna upto 3:00 pm on 24/11/2023

Place, Time & Date of opening Tender Office of The Principal, Bihar National College,

Patna after 3:30 pm on 24/11/2023

Sr.
No.

Cost of
B.0.Q. Time of

\ Description of Work Estimated Earnest completion

cost () | money (01) ()

-

Repair and renovation of western side chamber
J| of Principal, B.N. College, Patna 1,45,000 2,900 500 1 Month

| Construction of shade and floor of outdoor Gym
| in the campus of B.N. College, P.U. Patna. 419000 | 8380 750 | -5 Months

Partition work in Exam hall 01 in the Pariksha
l Bhawan in B.N.College, Patna. 86,000 1,720 500 1:5 Months

| Repair work in the wash room over

Lichamber of Principal, B.N. College, P.U. 35,000 700 250 1 Month
| Patna.

NOTE:
1.

2.

©ce~N O

Rate is based on schedule of rate effective from 01.01.2022 for (Civil Work) & 2018 for (Electrical

Work) issued by B.C.D Govt. of Bihar.

Eamest money is to be deposited in the shape of N.S.C., Post office time deposit, duly pledged to The

Principal, Bihar National College, Patna& D.D., Banker's cheque in favor of Principal, Bihar National

College,Patna.

Cost of B.0.Q. (Nun refundable) to be deposited through D.D./Banker's cheque in favor of The Principal,

Bihar National College, Patna

Eligibility criteria of the contractor participating in the tender:

(@) Registered contractor of Govt. of Bihar/C.P.W.D./ M.E.S. for appropriate category for civil&
Electrical work. Working contractor of Patna University/Bihar National College is only applicable for
small work(up to |1, 00,000) one lakh only.

(b)  For new construction work, the agency should have past experience for same nature of work at list
50% of tender amount.

(c) Affidavit is compulsory for tender value more than 1 Lakh to the contractor for submission of
all documents true to his knowledge. If any documents any time, any stage found fault then
his candidature will be terminated & security deposited/bill value of work done will be
forfeited.

(d) As per amendment by resolution of Rule no. 169 (a) & 159 (b) of Public Works Code vide

memo no. 90 7/fTH-01/2016/5931(5), Patna, dated 01 107/2015, 50% work will be reserved for
SC, ST, EBC, BC and BC(Ladies) upto (] 15 Lacks of work value.
(e) The Name of work and its serial No. as per NIT should be mentioned in the front of Envelop
otherwise tender will not opened. '
As per amendment by resolution of Rule no. 159 (a) & 159 (b) of Public Works Code vide memo n
1;1006/1/@0/12/2003-5676(5), Patna, dated 24/06/2015, the tender of | 15 Lacks or |e i o
required to publish in daily newspaper. S8 will not be
Any other information i ' inci ; .
duzng ol el ibope mn;ra]); vt:gﬂgg;aglaeyq from the office of the Principal, Bihar National College, Patna

The estimated cost may increase or decrease but the earnest money will remai

The work order will issued subject to the availability of fund. an the same.

The undersigned reserves the right to reject any tenders or distriby

without assigning any reason. te the work among the tenderers
Quoting lowest rates in tenders will not be a claim of allotment for work

—_—




\The N.I.T. and B.0.Q. can also be downloaded from the website https://www.bncollegepatna.com
from intending Tenderer and will be submitted with cost of B.0.Q. in the form of Demand Draft in
favor of Principal, Bihar National College, Patna. B.0.Q. submitted without cost of B.0.Q. in the
form of demand draft will be summarily rejected and the last date for downloading the tender
document from the website is one day prior to the last day of receipt of tender. Accordingly the
draft towards the tender fee shall be dated one day prior to the last date of receipt of tender.
The sealed tender(s) should also be sent through Courier/Registered/Speed Post.
Conditional tender or tenders received after the due time and date shall not be entertained in
any circum stances. Bihar National College would not be responsible for any delay or loss of
the tender document, The tender(s) will be opened in the office of the under signed by the
duly constituted committee as per the above-mentioned schedule in presence of any intending
supplier or his/her authorized representative who may wish to be present at the designated time .
and place. If the fixed date turns out,to be the holiday, the date of opening will be the next day.

12.

13. At the time of opening of tender only participant tenderers or his single authorized representative
with authority letter will be allowed to present.
14. Anychangesw.r.t.thistenderwillbenotifiedthroughwebsitehttps:/iwww.bncollegepatna.com
Principal
PL_;Z:,/Z} 0}/,//2{;, 2 Bihar National College, Patna
Letter No.: Date: 1192023~

Copy forwarded to.1 University Engineer, Patna University, Patna, 2. Personal Assistant to

Py 1 ‘ ice Ch
University, Patna, 3. Personal Assistant to the Registrar, Patna University, Patna or inf il




NAME OF WORK: Repair and renovation of western side chamber of
Principal, B.N. College, Patna

Tender amount:¥1,45,000/- Cost of tender paper: ¥ 500/ -,
paid by D.D. No.....ccccervuennenes Date ..../..../20...... & Name of Bank .....cccevvveveveennnnen
Name of Agency:

OFFICE OF THE PRINCIPAL

BIHAR NATIONAL COLLEGE
(EMERGENT NOTICE OF INVITING TENDER)

Sealed tenders on plain paper to be eventually drawn in U.E. Form 61 No. F2/K2/H will be received upto

15:00 hours on Friday the 24/11/2023. By the undersigned for the work of and will be opened in presence

of the tenderers of their authorized agents.

The bill of quantity will be sold up to 15:00 Hrs on 23/11/2023. There will be no sale on the date of

receiving tender.

The tender documents downloaded from the website will be submitted with cost of B.O.Q in the form of Demand
Draft in favor of Principal, Bihar National College, Patna. Tenders submitted without cost of B.O.Q. in the form
of demand draft will be summarily rejected.

Tenderers are required to deposit Earnest money at the rate of % 100/- for every 5000/- or part thereof on
the amount of the Estimate. Earnest Money can be deposited in shape of Demand Draft, N.S.C., N.D.C.,
Post Office Saving Bank Deposit, Post Office Time Deposit duly pledged to the Principal, Bihar National
College,The tenderers shall have to attach a copy of N.P.S.C., N.D.C., N.S.C., D.D., or Pass Book with
their quotations otherwise these tenders may outright be rejected. N.S.C., N.D.C. D.D., of Pass Book
furnished after the receipt of tender on specified date and time will in no case be entertained.

Tenderers shall quote their rates both in figures and words and amount worked out against each item of
work and initial all corrections, over writings interpolations. Indefinite forms like estimated rates etc. should
not be considered.

The rate quoted by the contractors should be inclusive of all taxes royalties and other incidental charges
(i.e. Labour Cess etc.)

This tender shall be covered by the following minimum eligibility criteria:

(i) The intending tenderer in his own name and style should have completed at least one same/similar
nature of work for a minimum value of 35% of the advertised value of the work for the last three
financial years(i.e. the current year and three previous years)

(i) The intending the tenderer in his own name and style should have received a minimum of 150% of the
advertised value of the work as Contractor amount during the last three financial year i.e. the current
year and three previous year which may be an attested certificate from the employer/client, audited
balance sheet duly certified by the Chartered Accountant.

(iii) Credentials from private individuals/firms will not be acceptable. Tenders without above documents
shall be summarily rejected.

The Contractor should quote in their quotations:

a. Period within which they can complete the work commenting from the date of written orders to
commence the work.

b. The plants and machinery they possess for execution of works.

c.  Experience, they have with details of woks and its locations.

d. Certificate, if any about the capacity of doing work.

e. Technical staff, if they possess.



10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

The Contractor should satisfy themselves fully about the nature and site of works before offering their
tenders and plea of any ignorance afterwards shall not be considered.

Tender without Earnest Money or insufficient Earnest Money will be outright rejected and there will be no
position on the body of C.S.

Contractors are required to furnish upto date Tax Clearance Certificate in respect of I.T. and S.T. along
with their tenders for values of works or ¥ 10,000/- or, over ¥ 10,000/- in every tender. In absence of these
documents along with their tender they will have to submit the same or certificates of No. outstanding
Liabilities of I1.T. and S.T. from the respective department within 10 days from the date of requisition in a
registered letter with A.D. failing which their tenders shall be outright rejected and their Earnest Money
furnished with the tenders shall stands forfeited without any further intimation.

Amount of Estimate: ¥ 1,45,000/-
Earnest Money: ¥2,900/-
Time of Completion: One Months

Conditional tenders may be outright rejected.

After approval of rates by the competent authority the contractor shall have to deposit the initial Security
money in shape of D.D. or N.S.C. with days of the receipt of the written orders from Engineer I/C and
execute agreement failing which his tender shall be rejected and Earnest Money forfeited.

Authority shall reserve the right to reject any or all the tenders or distribute the work to more than one
contractor without assigning any reasons.

No. claim for idle labours due to stoppage of work non supply of materials, drawing and designs or delay
due to any other reasons shall be entertained.

The Contractor shall arrange necessary site for accommodation and other facilities like medical aid etc. for
this labours at his own cost and initiative as well as will comply with all labours rules prevalent in the
locality.

The specification of work mentioned in B.O.Q. where not mentioned in that case S.B.C., P.W.D., will be
followed during the progress of the work. In case of any difference of things not being clear the instructions
of the Principal shall be followed.

No claim shall be entertained due to fluctuation of rates of labour and materials at any time during
completion of work.

20. Materials recoverable of non-recoverable(direction issued to work) shall be issued to the contractor on

21.

22.

23.

24.

proper H/R. Recovery of the cost of materials shall be made for the gross quantity issued and not for the
gquantity consumed in the portion of the work billed for. If materials are obtained in excess of precise
requirement, the recovery of the cost of such materials will be made at double the issue rate stipulated in
agreement.

The contractor employing trucks for carriage of materials or other works shall comply with the rules of Motor
Vehicles Act.

In the case of L.S. Tenders contractors should clearly write both in figures and words.

It will be obligatory on the part of the tenders to keep his tender open for a period of 6 months(180 days)
from the date of opening of tender for acceptance.

Special terms & Condition:

(a) The contractor should have submitted details of Plant & Machineries with tender along with
ownership documents. If the same will be outsourced then valid agreement or authorization
certificate for use of plant & machineries should be submitted along with tender.

(b) The contractor should maintain the road during the defect liability period from the date of completion
of work.



(c) The contractor shall do the routine maintenance of road, including pavements, road side and cross
drain if any to the requires standards and keep the entire road surface and structure in defect free
condition during defect liability period.

25. “SITE ORDER BOOK”:- with numbered pages and bearing the certificates of the E/I of containing so much
pages shall have to maintained by the contractor at the site of work, and it will have to be produced, if the
E.l. or Inspecting officers desire for any instructions concerning the work. This shall be the property of the
Department after completion of work.

26. No. work beyond agreement shall be executed by the contractor unless specifically ordered by the E/I in
writing on “SITE ORDER BOOK” and the claim for such work shall be submitted regularly in every month. If
the claim is not received in the month to which it relates it will be treated as time barred and may be
disallowed.

27. Registered contractors of appropriate category of the P.W.D (R.C.D. & B.C.D.)/B.I.A.D.A./Bihar
M.E.S./Bihar Rajya Pul Nigam/CPWD and P.U. having satisfactory records of work will be allowed to tender

for the work.

Sd/-
Principal
Bihar National College, Patna



BILL OF QUANTITIES

NAME OF WORK : repair and renovation of western side chamber of principal, B.N. College, P.U.,

Patna
Estimated cost 1 Rs.1,45,000 Date of Receiving Tender :
Earnest Money Required : Rs.2,900 Time of completion : 1 Month
Cost of B.O.Q. : Rs. 500.00 M.R. No and date
Amoun
S:N Code Description Quantity Unit Rate t
No (Rs.)

Repairs to plaster of thickness 12 mm to 20 mm in
patches of area 2.5 sg. meters and under,
including cutting the patch in proper shape, raking
out joints and preparing and plastering the surface
of the walls complete, including disposal of rubbish
to the dumping ground, all complete as per
direction of Engineer-in-Charge.With cement
mortar 1:4 (1cement: 4 coarse sand)

1 14.1.2 15 Sgm | Sgm 237.2 3558

Removing dry or oil bound distemper by scrapping,
2 13.80.3 | sand paper and preparing the surface smooth 62 Sgm | Sgm 9.7 601
including necessary repari scratches etc. complete.

Providing and applying white cement based putty

13.80 of average thickness 2 mm, of approved brand and
A.2 manufacturer, over the plastered wall surface to

prepare the surface even and smooth complete.

30 | Sqm | Sgm | 105.4 3162

Applying one coat of cement primer of approved
4 13.78.2 | brand and manufacture on wall surface: Distemper 77 Sgm | Sgm 38.7 2980
primer

Wall painting with plastic emulsion paint of
5 13.92.1 | approved brand and manufacture to give an even 77 Sgm | Sgm 86.4 6653
shade:Two or more coats on new work

Providing skilled labour of removing damage
6 OL71 portion of wall papers, as per direction of engineer 2 Day | Day | 446.20 892
in charge

Providing and fixing factory made single extruded
WPC (Wood Polymer Composite) solid board one
side white colour and other side of board laminated
with PVC foil of minimum 14 micron thickness of
approved design pasted with hot melt adhesive for
cup boards, work stations and bathroom/kitchen
cabinet etc. of required sizes comprising of virgin
polymer of K value 58-60 (Suspension Grade),
calcium carbonate and natural fibers (wood
powder/ rice husk/wheat husk) and non toxic
additives (maximum toxicity index of 12 for 100
gms) having minimum density of 650 kg/cum and

7 26.89. | screw withdrawal strength of 1800 N (Face) & 900 21 Sgm | Sgm | 2625.10 | 55127
N (Edge), minimum compressive strength 50
N/mm, modulus of elasticity 850 N/mm and
resistance to spread of flame of Class A category
with property of being termite/borer proof,
water/moisture proof and fire retardant and fixing
with stainless steel piano hinges/soft close clip on
concealed hinges of required size with necessary
full body threaded star headed counter sunk S.S
screws, all as per direction of Engineer-Ins Charge.
(Note: stainless steel piano hinges/soft close clip
on concealed hinges and necessary S.S screws
shall be paid separately) 18 mm thick




Providing & Fixing decorative high pressure
laminated sheet of plain / wood grain in gloss / matt
/ suede finish with high density protective surface
layer and reverse side of adhesive bonding quality
conforming to IS : 2046 Type S, including cost of
adhesive of approved quality 1.5 mm thick

8 9.127.1.

21

Sgm

Sgm

795.6

16708

Providing and fixing 2nd class teak wood lipping /
moulded beading or taj beading of size 18X5 mm
fixed with wooden adhesive of approved quality
and screws / nails on the edges of the Pre-
laminated particle board as per direction of
Engineer-in-Charge

9 9.112.

25

62.7

1568

Providing and pasting wall papers of approved
10 P.M.R. | quality over wall surfaces, as per direction of
Engineer-in-charge.

665

Sft

Sft

65

43225

Painting with synthetic enamel paint of approved
11 13.93.2 | brand and One or more coats on old work.
manufacture to give an even shade:

40

Sgm

Sgm

54.3

2172

Carriage of materials: Sone sand from Koelwar

12 from 45 Km distance of surface road.

S.O.R.

Cum

Cum

1178.2

1178

Price difference of materials for Patna urban area:

13 S.0.R. | Ordinary Portland Cement.

Bag

Bag

19.44

39

14 Reserved amount for any other un seen work.

L.S.

L.S.

7137

7137

TOTAL

145000

| do agree to do the work on

(€-) P or estimated rate
(b)......... % below on estimated rate
(C)euennnnn. % above on estimated rate

Mobile Number ;

Sd/-
Principal

Bihar National College, Patna




11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

N.I.T. SPECIAL CONDITIONS

Rates quoted should be inclusive of all taxes, royalties carriage and all other incidental charges what so
ever.

The contractor shall not stipulate any additional conditions in their tender for increase of rates due to
increase in rate of taxation. Rly. Freight and etc.

The rates should be written in figures as well as in words in such a way that in interpolation is not possible
and total amount of each item should be written both in figures and words and total amount of each page will
also indicate both in figures and words.

Taxes, Rly. Freight and incidental charges on materials and labour in respect of the contractor shall be
payable by the contractor and College shall not entertain any claim whatsoever in this respect.

Tender specifying certain percentage above or below the tender amount and other conditions in connection
with the tender will not be given any consideration. Only tenders put in the prescribed from will be
considered. Tenders containing percentage above or below the total tendered amount or estimated amount
will be summarily rejected.

The tenderers should acquaint themselves with the work and working conditions of the site locality and no
claim will be entertained on this issue.

Site of execution of the work will be available as son as work in awarded. In case, it is not possible for the
department to take the entire site available on the award of the work, the contractor will have to arrange his
working programaccordingly.

The contractor’s responsibility for the construction shall commence from the date of issue of work order
The contractor shall study the specification, drawings and design carefully before submitting the tender %
The work will be executed according to the approved and sanctioned design and drawing from time to time
which will be binding on the contractor. No claim for the changes or modification in drawing and design will
be tenable.

The contractor will be issued departmental materials as per actual requirement in stock length and size
available with the department. Material is taken by the contractor in excess of the calculated requirement will
be charged to panel rates which will be double the issue rates of the materials.

Contractor shall have to keep in upto date account of materials at site and his stores shall be inspected and
stock taking will be done as and when required by the supervising staff of the department. The contractor
should arrange for such inspection and free access should be given to the Supervising staff for such check
up.

Quantities mentioned in the bill of quantity are approximate and the same may increase of decrease. Nothing
extra bill be paid for such increase or decrease in quantity of various item of works.

No claim shall be entertained on the grounds of fluctuation of rate in labour and materials etc. in the market
during the period of filling the tender and completion of work.

The contractor shall arrange for necessary site accommodation and other facilities for the labour and no
claim for medical aid to labour or any other incidental charges shall be entertained.

No claim for idle labour due to non-supply or delayed supply of materials machinery. design etc. by the
department will be entertained.

The contractor shall strictly follow the conditions laid down in the minimum wages act. He shall also comply
with the labour laws as may be current and furnish information as required from time to time.

All materials brought to sit by the motor vehicle, other than vehicles belonging to the contractor for this work,
should be by public carriers vehicles. The carriage of such materials by Private carrier would be illegal and
contractor will accordingly be responsible for employing private carrier instead of public carrier.

The mortar vehicles rules should be followed by the contractor will also be responsible for infringement of
traffic rules accident, damages to roads and culverts etc. No responsibility for all or any of the above things
will rest with department.

The work shall be done according to the College specification. In respect of such items of work which is not
covered by the College specification the specification laid down by the Superintending Engineer, South Bihar
Circle shall be allowed which will be final and conclusive.

All R.C.C. as well as plain cement concrete work shall be machine mixed and vibrated property and
submerged with 2” constant head of water over horizontally laid concrete component and constant spray
curing on verticals concrete complete as directed by Engineer In charge.

Lime concrete intended for terrace work over R.C.C. slab roof shall also machine maxed.

All shuttering and centering materials shall be arranged and procured by the contractor at his own cost and
shall consist of rigid and sound work and steel works not to deform or disturb as a sequel to the working of
vibrator. A scaffolding materials shall also be procured and arrange by the contractor at his cost. In case of
centering and shuttering of R.C.C. column only steel plates of requisites thickness shall be used in centering
and shuttering and not the wooden planks, so as to give smooth surface.

To claim shall be entertained for cleaning and scaping rusts and normal elements from steel issued by the
department.

All R.C.C. works shall be designed as per latest |.S. code of practice.



26.

27.

28.

29.
30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

If during execution of work, any item which is provided in the bill of quantities, is not required to be executed
due to change of specification etc. the contractor will have no claim whatsoever if that item is not done
through them.

The contractor shall get the samples of bricks, sand stone chips etc. approved by the Principal before

undertaking mass collection of the same. Sample of the approved quality of materials shall be kept in the

custudy for comparison later on when the contractor’'s supply is made during progress of the work.

For overall structural works except plastering clean and coarse Sone, sand shall be used. For plastering,

clean and medium Sone sans shall be used and should be screened to 256 mash in one squire inch before

use in work.

Flat iron, for making grills for window, hand rails for stair case etc. shall be procured by the tenderer himself.

All points of welding in grills etc. must be clean smooth and strong. The samples of grill shall be got

approved by the Principal I/C before taking up mass manufacture.

After completion of work the building floor shall be thoroughly washed and cleaned. The ugly marks on glass

panes shutters etc. shall be removed and damages made good. The works of paint cement etc. shall be

removed and cleaned nicely at the contractor’s cost.

The contractor shall remove all his surplus materials rubbish etc. and leave the site clean and tidy after

leveling and dressing the premises of the works as directed by the Engineer Incharge and then the work

shall be considered as complete.

The site should be cleaned of all rubbishes, leveled and dressing as directed by the Engineer In-charge and

shall prepare for layout works. Engineer weeds stumps of trees if any shall be removed by the contractor at

his cost before layout is taken up as directed by the Engineer I/C. The cost of masonry pages standing
labours and etc. are incidental expenditures in layout of the work and shall not constitute a claim for the
some.

The arrangements and the cost of all the store shed, labour shed, tools scaffolding water supply

arrangement electric supply and building accessories shall be borne by the contractor at his cost and noting

will rest with the depart. The contractor shall also provide all facilities and medical aid to the labours
employed, at his cost.

Concrete mixer/vibrator (subject to their availability with the department at the time otherwise the contractor

will mark his own arrangements thereof) will be issued on the following terms and conditions.

(@) Concrete mixer rent ¥ 9/-(Nine only) per day or part thereof for the number of days it works with the
contractor.

(b) Vibrator rent ¥ 5.50(Rupees five and paisa fifty) only per day or part thereof for the number of days
it remains with the contractor including idle days i.e. from the date of issue to the date of return to the
Bihar National College,Godown by the contractor.

@ Cost of running and cleaning the plants and machineries and other incidental charges in
carriages from Bihar National College,Godown to the site of the work and their return to Bihar
National College,Godown from site of work shall born by the contractor at his own cost.

(b) Pay and allowance of the driver and khalasi @ 15/- per day working on the machineries will be born
by the contractor for the period machine remains with the contractor and necessary recovery will be
made from the contractor bill.

(©) Cost of materials such as lubricants, oil, greases, petrol, diesel, jute, etc. required during the work
for the mixer. Bibration and other departmental machineries if issued from B.N. College stock will be
recovered from the contractor at the rate fixed by the Engineer I/C and shall be binding on the
contractor.

The contractor is liable to pay security deposit for concrete mixer, vibrator and other department,

Machineries issued to him at the rate fixed by the Principal, B.N. College, Patna. The amount is refundable

as soon as the machinery is returned in the Bihar National College,Godown in good and running condition

after full completion of the job.

The contractor shall be responsible for apperup keep of the machinery under his charge and shall return the

same to P.U. Godown in good and sound condition. In event of loss or damage to any part, the valuable of

the same is assessed by the Engineer Incharge shall be recovered by the contractor.

The power roller may be supplied free of cost but all cost of running and cleaning will be met by the
contractor and the pay and allowances of the driver and khalasi will be recovered from the contractor @
15/-(X Fifteen only) per day. A penalty of ¥ 30/- [(RThirty ) only per day will be imposed on the contractor for
keeping the roller idle.

any approach road necessary for carriage of building materials to site of work, will have to be constructed by
the contractor at his own cost and no claim for the same will be entertained by the department.

The contractor shall keep at site such implements so to cost the soundness of material etc. at site. Moulds
for making concrete cubes, steel comes for slump test etc. shall be kept at site and the cost of making them
shall be borne by the contractor and no claim for the same will be tenable. He shall also provide and mark all
arraignments at his cost for collecting, preparing and forwarding required number of samples for test and
analysis at such time and such places or places as directed by the Engineer I/C and full payment of R.C.C.
work shall be made only on satisfactory test result.



42.

43.

44,

45,
46.

47.

48.

49,
50.

51.

52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

62.

The department will not hold itself responsible if the work has be stopped at any stage of progress due to
reasons beyond the control of the department and no claim will be entertained for the same.

The Government materials issued to the contractor for the work shall be properly looked after and guarded
against theft, pilferage and losses due to fire etc. and for such any loss, the responsibility shall entirely rest
with the contractor.

The contractor shall employ sufficient number of skilled and experienced labours to the job in order to
achieve proportionate time given for the work during, execution of work, if his any mason or labour is found
avoiding instructions to follow, shall be turn out at once from the work site.

Good and approved quality of lime should be used and samples may be got approved before use in works.
In all R.C.C. and R.C.C. works, Pakur or Manpur stone chips and sore sand of specified size grade and
quality confirming to the Indian standard specification no. 456-964 shall be used. The bricks to be used in all
brick works shall confirm requirement of relevant I.S. Code.

In case of T.L. Inverted or Rectangular beams, only the rib portion projecting or below the slab shall be
insured for payment purpose.

The jamb and soffit of the door and windows openings should be smooth, true to plumb and suitable
speaces will have to be left for receiving W.I. clamps as per direction of Engineer In- Charge for which no
claim shall be entertained.

Procurement of water in all seasons with all leads and liftz will rest with the contractor at his cost.

The N.L.T. special conditions and other condition attached with the bill quantity will form intergral part of the
contract document and should be dully signed by the tendered on each page as taken of acceptance while
submitting the tender for the work.

The contractor will be responsible for accident etc. if any during execution of work and nothing will rest with
the department.

Suitable recess for fixing claps for doors and window, Jali work and railings whenever required, shall have to
be provided by the contractor in brick walls, R.C.C. columns and R.C.C. roof as per direction of Engineer I/C
without any cost.

The Engineer in charge will have full powers to inquire the removal, from the premises of the site, of all
materials which in his opening are not in accordance with, specification and in case of default the Engineer.
I/C is at liberty to sell such inferior material at the contractor’s cost and risks.

For purpose of payment of brick works; 19 on thick walls done with new size of bricks as per latest I.S.I
specification shall be measured as 8”(Eighth inches) thick.

The teak wood and Salwood shall be well seasoned and free from dead knots and other timber defects for
the manufacture of frames and shutters and should be got approved before use in the works.

Fittings and fixtures for doors and windows etc, shall be got approved by the Principal well in advance before
use in work. The approved fittings and fishing fixtures shall be mounted on a wooden board and always kept
at site of work open or inspection and one such mounted board will be deposited in the office of the Principal
at the contractor cost.

Where not otherwise specified 1/8” thick plain glass panes weighting 2400 per fit (now 7.5 Kg per sgm only)
shall be used in all glazed shutter

The contractor shall offer all facilities to the departmental officers for supervision, taking measurements,
checking of bills etc. and any damage so occurred in the process will be made good by the contractor at his
own cost.

Where joints in reinforcements in all R.C.C. works cannot be avoided due to required length of steel bars,
whether mild or for steel, they will be formed by over lapping to a length of 45 times the diameter and tied
with 16.5 annealed soft iron wire.

during casting R.C.C. foundation, the foundation trenches shall be kept free from water and if necessary the
water shall be pumped out for which no extra payment to contractor shall be paid.

In on account bills of the contractors, the maximum rate of any item of work for payment not included in the
agreement, will be the P.U. Schedule rates of work fixed time to time. In case P.U. not having their own
schedule of rates, the schedule rate of work of S.B./C., P.W.D. may be followed.

Om case any item of work not covered by Bihar National College, or P.W.D. schedule of rates may be paid
as per actual analysis of rates obtained from the local market.

Sd/-
Principal
Bihar National College,, Patna



NAME OF WORK: Construction of shade and floor of outdoor Gym in the
campus of B.N.College, P.U. Patna.

Tender amount:¥4,19,000/- Cost of tender paper: ¥ 750/ -,
paid by D.D. No.....ccccervuennenes Date ..../..../20...... & Name of Bank .....cccevvveveveennnnen
Name of Agency:

OFFICE OF THE PRINCIPAL

BIHAR NATIONAL COLLEGE
(EMERGENT NOTICE OF INVITING TENDER)

Sealed tenders on plain paper to be eventually drawn in U.E. Form 61 No. F2/K2/H will be received upto

15:00 hours on Friday the 24/11/2023. By the undersigned for the work of and will be opened in presence

of the tenderers of their authorized agents.

The bill of quantity will be sold up to 15:00 Hrs on 23/11/2023. There will be no sale on the date of

receiving tender.

The tender documents downloaded from the website will be submitted with cost of B.O.Q in the form of Demand
Draft in favor of Principal, Bihar National College, Patna. Tenders submitted without cost of B.O.Q. in the form
of demand draft will be summarily rejected.

Tenderers are required to deposit Earnest money at the rate of % 100/- for every 5000/- or part thereof on
the amount of the Estimate. Earnest Money can be deposited in shape of Demand Draft, N.S.C., N.D.C.,
Post Office Saving Bank Deposit, Post Office Time Deposit duly pledged to the Principal, Bihar National
College,The tenderers shall have to attach a copy of N.P.S.C., N.D.C., N.S.C., D.D., or Pass Book with
their quotations otherwise these tenders may outright be rejected. N.S.C., N.D.C. D.D., of Pass Book
furnished after the receipt of tender on specified date and time will in no case be entertained.

Tenderers shall quote their rates both in figures and words and amount worked out against each item of
work and initial all corrections, over writings interpolations. Indefinite forms like estimated rates etc. should
not be considered.

The rate quoted by the contractors should be inclusive of all taxes royalties and other incidental charges
(i.e. Labour Cess etc.)

This tender shall be covered by the following minimum eligibility criteria:

(i) The intending tenderer in his own name and style should have completed at least one same/similar
nature of work for a minimum value of 35% of the advertised value of the work for the last three
financial years(i.e. the current year and three previous years)

(i) The intending the tenderer in his own name and style should have received a minimum of 150% of the
advertised value of the work as Contractor amount during the last three financial year i.e. the current
year and three previous year which may be an attested certificate from the employer/client, audited
balance sheet duly certified by the Chartered Accountant.

(iii) Credentials from private individuals/firms will not be acceptable. Tenders without above documents
shall be summarily rejected.

The Contractor should quote in their quotations:

a. Period within which they can complete the work commenting from the date of written orders to
commence the work.

b. The plants and machinery they possess for execution of works.

c.  Experience, they have with details of woks and its locations.

d. Certificate, if any about the capacity of doing work.

e. Technical staff, if they possess.



10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

The Contractor should satisfy themselves fully about the nature and site of works before offering their
tenders and plea of any ignorance afterwards shall not be considered.

Tender without Earnest Money or insufficient Earnest Money will be outright rejected and there will be no
position on the body of C.S.

Contractors are required to furnish upto date Tax Clearance Certificate in respect of I.T. and S.T. along
with their tenders for values of works or ¥ 10,000/- or, over % 10,000/- in every tender. In absence of these
documents along with their tender they will have to submit the same or certificates of No. outstanding
Liabilities of I.T. and S.T. from the respective department within 10 days from the date of requisition in a
registered letter with A.D. failing which their tenders shall be outright rejected and their Earnest Money
furnished with the tenders shall stands forfeited without any further intimation.

Amount of Estimate: ¥ 4,19,000/-
Earnest Money: ¥8,380/-
Time of Completion: 1.5 Months

Conditional tenders may be outright rejected.

After approval of rates by the competent authority the contractor shall have to deposit the initial Security
money in shape of D.D. or N.S.C. with days of the receipt of the written orders from Engineer I/C and
execute agreement failing which his tender shall be rejected and Earnest Money forfeited.

Authority shall reserve the right to reject any or all the tenders or distribute the work to more than one
contractor without assigning any reasons.

No. claim for idle labours due to stoppage of work non supply of materials, drawing and designs or delay
due to any other reasons shall be entertained.

The Contractor shall arrange necessary site for accommodation and other facilities like medical aid etc. for
this labours at his own cost and initiative as well as will comply with all labours rules prevalent in the
locality.

The specification of work mentioned in B.O.Q. where not mentioned in that case S.B.C., P.W.D., will be
followed during the progress of the work. In case of any difference of things not being clear the instructions
of the Principal shall be followed.

No claim shall be entertained due to fluctuation of rates of labour and materials at any time during
completion of work.

20. Materials recoverable of non-recoverable(direction issued to work) shall be issued to the contractor on

21.

22.

23.

24.

proper H/R. Recovery of the cost of materials shall be made for the gross quantity issued and not for the
quantity consumed in the portion of the work billed for. If materials are obtained in excess of precise
requirement, the recovery of the cost of such materials will be made at double the issue rate stipulated in
agreement.

The contractor employing trucks for carriage of materials or other works shall comply with the rules of Motor
Vehicles Act.

In the case of L.S. Tenders contractors should clearly write both in figures and words.

It will be obligatory on the part of the tenders to keep his tender open for a period of 6 months(180 days)
from the date of opening of tender for acceptance.

Special terms & Condition:

(a) The contractor should have submitted details of Plant & Machineries with tender along with
ownership documents. If the same will be outsourced then valid agreement or authorization
certificate for use of plant & machineries should be submitted along with tender.

(b) The contractor should maintain the road during the defect liability period from the date of completion
of work.



(c) The contractor shall do the routine maintenance of road, including pavements, road side and cross
drain if any to the requires standards and keep the entire road surface and structure in defect free
condition during defect liability period.

25. “SITE ORDER BOOK”:- with numbered pages and bearing the certificates of the E/I of containing so much
pages shall have to maintained by the contractor at the site of work, and it will have to be produced, if the
E.l. or Inspecting officers desire for any instructions concerning the work. This shall be the property of the
Department after completion of work.

26. No. work beyond agreement shall be executed by the contractor unless specifically ordered by the E/l in
writing on “SITE ORDER BOOK” and the claim for such work shall be submitted regularly in every month. If
the claim is not received in the month to which it relates it will be treated as time barred and may be
disallowed.

27. Registered contractors of appropriate category of the P.W.D (R.C.D. & B.C.D.)/B.l.A.D.A./Bihar
M.E.S./Bihar Rajya Pul Nigam/CPWD and P.U. having satisfactory records of work will be allowed to tender

for the work.

Sd/-
Principal
Bihar National College, Patna



BILL OF QUANTITIES

NAME OF WORK : Construction of shade and floor of outdoor Gym in the campus of B.N.College,

P.U. Patna.

Estimated cost

1 Rs.4,19,000

Date of Receiving Tender :

Earnest Money Required : Rs.8,380

Time of completion : 1.5 Months

Cost of B.O.Q.

: Rs. 750.00

M.R. No and date

S.N

Code

No

Description

Quantity

Unit

Rate

Amoun

(Rs.)

15.2.1

Demolishing cement concrete including disposal of
material within 50 meter lead:1:3:6 or richer mix

Cum

Cum

970.90

971

41.2

Providing and laying in position cement concrete of
specified grade excluding the cost of centering and
shuttering-all work up to plinth level.1:1.5:3(1
Cement :1.5 coarse sand:3 graded stone
aggregate 20 mm nominal size)

8.2

Cum

Cum

4420.80

36251

16.89.

Providing and laying matt finished vitrified tile of
size 300x300x9.8mm having water absorption less
than 0.5% and conforming to IS: 15622 of
approved make in all colours and shades in
outdoor floors such as footpath, court yard, multi
modals location etc., laid on 20mm thick base of
cement mortar 1:4 (1 cement : 4 coarse sand) in all
shapes & patterns including grouting the joints with
white cement mixed with matching pigments etc.
complete as per direction of Engineer-in-Charge.

100

Sgm

Sgm

996.10

99610

10.1

Structural steel work in singal section fixed without
connecting plate including cutting.hoisting,fixing in
position and applying a priming coat of approved
steel primer all complete.

580

Kg

Kg

88.30

51214

10.16.1

Steel work in built up tubular (round, square or
rectangular hollow tubes etc.) trusses etc.,
including cutting, hoisting, fixing in position and
applying a priming coat of approved steel primer,
including welding and bolted with special shaped
washers etc. complete, Hot finished welded type
tubes

364

Kg

Kg

123.90

45100

12.65.x.

Providing & fixing at all heights, levels and
locations colour finish Aluminium alloy roofing
sheets of alloy IS designation 31500, temper Hx8
conforming to IS 737 and dimensions as per IS
code 2676 with characteristics of good formability
and corrosion resistance. The profile sheets shall
be fixed to truss members in slope or required
pitch or curvature with Hex cap headed self
drilling/tapping Stainless steel screws M6, 60 mm
long with 3 mm EPDM seal washer etc. all
inclusive of labour, scaffolding, T&P and sundries
etc. complete as per directions of the Engineer-In
Charge. {Cost of truss/frame work shall be paid
separately).0.91 mm, Aluminium Color coated
troughed profile with center to center pitch of 200
mm, depth of 32 mm, overall profile width1092
mm, cover width 27000mm.

93

Sgm

Sgm

1618.80

150548

P.M.R.

Providing electrical welding machine for spot
welding, as per direction of engineer in charge.

Day

Day

3000

3000




Painting with synthetic enamel paint of approved

8 13.93.1 | brand and manufacture to give an even shade: 38 Sgm | Sgm 84.50 3211
Two or more coats on new work
Providing electrical welding machine for necessary

9 P.M.R | spot welding for fixing grills to the grill pillars as per 1 Day | Day 2500 2500
direction of Engineer-in-charge.

10 Carriage of materials

a Sone sand from Koelwar, 45 Km distance of 6 cum | cum | 1178.20 7069
surface road.

b Stone chips from Manpur, Gaya 100 Km distance 71 cum | cum | 2365.40 16794
of road.

11 Price difference for Patna urban area:

a O.P. Cement 89 Bag | Bag 19.44 1730

12 Reserved price for any other un seen work. 1 L.S. | L.S. 1002 1002

TOTAL 419000
Sd/-
Principal

| do agree to do the work on

(€) P or estimated rate
(b)......... % below on estimated rate
(C)euennnnn. % above on estimated rate

Mobile Number ;

Bihar National College, Patna




11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

N.I.T. SPECIAL CONDITIONS

Rates quoted should be inclusive of all taxes, royalties carriage and all other incidental charges what so
ever.

The contractor shall not stipulate any additional conditions in their tender for increase of rates due to
increase in rate of taxation. Rly. Freight and etc.

The rates should be written in figures as well as in words in such a way that in interpolation is not possible
and total amount of each item should be written both in figures and words and total amount of each page will
also indicate both in figures and words.

Taxes, Rly. Freight and incidental charges on materials and labour in respect of the contractor shall be
payable by the contractor and College shall not entertain any claim whatsoever in this respect.

Tender specifying certain percentage above or below the tender amount and other conditions in connection
with the tender will not be given any consideration. Only tenders put in the prescribed from will be
considered. Tenders containing percentage above or below the total tendered amount or estimated amount
will be summarily rejected.

The tenderers should acquaint themselves with the work and working conditions of the site locality and no
claim will be entertained on this issue.

Site of execution of the work will be available as son as work in awarded. In case, it is not possible for the
department to take the entire site available on the award of the work, the contractor will have to arrange his
working programaccordingly.

The contractor’s responsibility for the construction shall commence from the date of issue of work order %
The contractor shall study the specification, drawings and design carefully before submitting the tender %
The work will be executed according to the approved and sanctioned design and drawing from time to time
which will be binding on the contractor. No claim for the changes or modification in drawing and design will
be tenable.

The contractor will be issued departmental materials as per actual requirement in stock length and size
available with the department. Material is taken by the contractor in excess of the calculated requirement will
be charged to panel rates which will be double the issue rates of the materials.

Contractor shall have to keep in upto date account of materials at site and his stores shall be inspected and
stock taking will be done as and when required by the supervising staff of the department. The contractor
should arrange for such inspection and free access should be given to the Supervising staff for such check
up.

Quantities mentioned in the bill of quantity are approximate and the same may increase of decrease. Nothing
extra bill be paid for such increase or decrease in quantity of various item of works.

No claim shall be entertained on the grounds of fluctuation of rate in labour and materials etc. in the market
during the period of filling the tender and completion of work.

The contractor shall arrange for necessary site accommodation and other facilities for the labour and no
claim for medical aid to labour or any other incidental charges shall be entertained.

No claim for idle labour due to non-supply or delayed supply of materials machinery. design etc. by the
department will be entertained.

The contractor shall strictly follow the conditions laid down in the minimum wages act. He shall also comply
with the labour laws as may be current and furnish information as required from time to time.

All materials brought to sit by the motor vehicle, other than vehicles belonging to the contractor for this work,
should be by public carriers vehicles. The carriage of such materials by Private carrier would be illegal and
contractor will accordingly be responsible for employing private carrier instead of public carrier.

The mortar vehicles rules should be followed by the contractor will also be responsible for infringement of
traffic rules accident, damages to roads and culverts etc. No responsibility for all or any of the above things
will rest with department.

The work shall be done according to the College specification. In respect of such items of work which is not
covered by the College specification the specification laid down by the Superintending Engineer, South Bihar
Circle shall be allowed which will be final and conclusive.

All R.C.C. as well as plain cement concrete work shall be machine mixed and vibrated property and
submerged with 2” constant head of water over horizontally laid concrete component and constant spray
curing on verticals concrete complete as directed by Engineer In charge.

Lime concrete intended for terrace work over R.C.C. slab roof shall also machine maxed.

All shuttering and centering materials shall be arranged and procured by the contractor at his own cost and
shall consist of rigid and sound work and steel works not to deform or disturb as a sequel to the working of
vibrator. A scaffolding materials shall also be procured and arrange by the contractor at his cost. In case of
centering and shuttering of R.C.C. column only steel plates of requisites thickness shall be used in centering
and shuttering and not the wooden planks, so as to give smooth surface.

To claim shall be entertained for cleaning and scaping rusts and normal elements from steel issued by the
department.

All R.C.C. works shall be designed as per latest |.S. code of practice.



26.

27.

28.

29.
30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

If during execution of work, any item which is provided in the bill of quantities, is not required to be executed
due to change of specification etc. the contractor will have no claim whatsoever if that item is not done
through them.

The contractor shall get the samples of bricks, sand stone chips etc. approved by the Principal before

undertaking mass collection of the same. Sample of the approved quality of materials shall be kept in the

custudy for comparison later on when the contractor’'s supply is made during progress of the work.

For overall structural works except plastering clean and coarse Sone, sand shall be used. For plastering,

clean and medium Sone sans shall be used and should be screened to 256 mash in one squire inch before

use in work.

Flat iron, for making grills for window, hand rails for stair case etc. shall be procured by the tenderer himself.

All points of welding in grills etc. must be clean smooth and strong. The samples of grill shall be got

approved by the Principal I/C before taking up mass manufacture.

After completion of work the building floor shall be thoroughly washed and cleaned. The ugly marks on glass

panes shutters etc. shall be removed and damages made good. The works of paint cement etc. shall be

removed and cleaned nicely at the contractor’s cost.

The contractor shall remove all his surplus materials rubbish etc. and leave the site clean and tidy after

leveling and dressing the premises of the works as directed by the Engineer Incharge and then the work

shall be considered as complete.

The site should be cleaned of all rubbishes, leveled and dressing as directed by the Engineer In-charge and

shall prepare for layout works. Engineer weeds stumps of trees if any shall be removed by the contractor at

his cost before layout is taken up as directed by the Engineer I/C. The cost of masonry pages standing
labours and etc. are incidental expenditures in layout of the work and shall not constitute a claim for the
some.

The arrangements and the cost of all the store shed, labour shed, tools scaffolding water supply

arrangement electric supply and building accessories shall be borne by the contractor at his cost and noting

will rest with the depart. The contractor shall also provide all facilities and medical aid to the labours
employed, at his cost.

Concrete mixer/vibrator (subject to their availability with the department at the time otherwise the contractor

will mark his own arrangements thereof) will be issued on the following terms and conditions.

(@) Concrete mixer rent ¥ 9/-(Nine only) per day or part thereof for the number of days it works with the
contractor.

(b) Vibrator rent ¥ 5.50(Rupees five and paisa fifty) only per day or part thereof for the number of days
it remains with the contractor including idle days i.e. from the date of issue to the date of return to the
Bihar National College,Godown by the contractor.

@ Cost of running and cleaning the plants and machineries and other incidental charges in
carriages from Bihar National College,Godown to the site of the work and their return to Bihar
National College,Godown from site of work shall born by the contractor at his own cost.

(b) Pay and allowance of the driver and khalasi @ 15/- per day working on the machineries will be born
by the contractor for the period machine remains with the contractor and necessary recovery will be
made from the contractor bill.

(©) Cost of materials such as lubricants, oil, greases, petrol, diesel, jute, etc. required during the work
for the mixer. Bibration and other departmental machineries if issued from B.N. College stock will be
recovered from the contractor at the rate fixed by the Engineer I/C and shall be binding on the
contractor.

The contractor is liable to pay security deposit for concrete mixer, vibrator and other department,

Machineries issued to him at the rate fixed by the Principal, B.N. College, Patna. The amount is refundable

as soon as the machinery is returned in the Bihar National College, Godown in good and running condition

after full completion of the job.

The contractor shall be responsible for appear up keep of the machinery under his charge and shall return

the same to P.U. Godown in good and sound condition. In event of loss or damage to any part, the valuable

of the same is assessed by the Engineer Incharge shall be recovered by the contractor.

The power roller may be supplied free of cost but all cost of running and cleaning will be met by the
contractor and the pay and allowances of the driver and khalasi will be recovered from the contractor @ %
15/-(X Fifteen only) per day. A penalty of ¥ 30/- [(RThirty ) only per day will be imposed on the contractor for
keeping the roller idle.

any approach road necessary for carriage of building materials to site of work, will have to be constructed by
the contractor at his own cost and no claim for the same will be entertained by the department.

The contractor shall keep at site such implements so to cost the soundness of material etc. at site. Moulds
for making concrete cubes, steel comes for slump test etc. shall be kept at site and the cost of making them
shall be borne by the contractor and no claim for the same will be tenable. He shall also provide and mark all
arraignments at his cost for collecting, preparing and forwarding required number of samples for test and
analysis at such time and such places or places as directed by the Engineer I/C and full payment of R.C.C.
work shall be made only on satisfactory test result.
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53.
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60.

61.

62.

The department will not hold itself responsible if the work has be stopped at any stage of progress due to
reasons beyond the control of the department and no claim will be entertained for the same.

The Government materials issued to the contractor for the work shall be properly looked after and guarded
against theft, pilferage and losses due to fire etc. and for such any loss, the responsibility shall entirely rest
with the contractor.

The contractor shall employ sufficient number of skilled and experienced labours to the job in order to
achieve proportionate time given for the work during, execution of work, if his any mason or labour is found
avoiding instructions to follow, shall be turn out at once from the work site.

Good and approved quality of lime should be used and samples may be got approved before use in works.
In all R.C.C. and R.C.C. works, Pakur or Manpur stone chips and sore sand of specified size grade and
quality confirming to the Indian standard specification no. 456-964 shall be used. The bricks to be used in all
brick works shall confirm requirement of relevant I.S. Code.

In case of T.L. Inverted or Rectangular beams, only the rib portion projecting or below the slab shall be
insured for payment purpose.

The jamb and soffit of the door and windows openings should be smooth, true to plumb and suitable
speaces will have to be left for receiving W.I. clamps as per direction of Engineer In- Charge for which no
claim shall be entertained.

Procurement of water in all seasons with all leads and liftz will rest with the contractor at his cost.

The N.L.T. special conditions and other condition attached with the bill quantity will form intergral part of the
contract document and should be dully signed by the tendered on each page as taken of acceptance while
submitting the tender for the work.

The contractor will be responsible for accident etc. if any during execution of work and nothing will rest with
the department.

Suitable recess for fixing claps for doors and window, Jali work and railings whenever required, shall have to
be provided by the contractor in brick walls, R.C.C. columns and R.C.C. roof as per direction of Engineer I/C
without any cost.

The Engineer in charge will have full powers to inquire the removal, from the premises of the site, of all
materials which in his opening are not in accordance with, specification and in case of default the Engineer.
I/C is at liberty to sell such inferior material at the contractor’s cost and risks.

For purpose of payment of brick works; 19 on thick walls done with new size of bricks as per latest I.S.I
specification shall be measured as 8”(Eighth inches) thick.

The teak wood and Salwood shall be well seasoned and free from dead knots and other timber defects for
the manufacture of frames and shutters and should be got approved before use in the works.

Fittings and fixtures for doors and windows etc, shall be got approved by the Principal well in advance before
use in work. The approved fittings and fishing fixtures shall be mounted on a wooden board and always kept
at site of work open or inspection and one such mounted board will be deposited in the office of the Principal
at the contractor cost.

Where not otherwise specified 1/8” thick plain glass panes weighting 2400 per fit (now 7.5 Kg per sgm only)
shall be used in all glazed shutter

The contractor shall offer all facilities to the departmental officers for supervision, taking measurements,
checking of bills etc. and any damage so occurred in the process will be made good by the contractor at his
own cost.

Where joints in reinforcements in all R.C.C. works cannot be avoided due to required length of steel bars,
whether mild or for steel, they will be formed by over lapping to a length of 45 times the diameter and tied
with 16.5 annealed soft iron wire.

during casting R.C.C. foundation, the foundation trenches shall be kept free from water and if necessary the
water shall be pumped out for which no extra payment to contractor shall be paid.

In on account bills of the contractors, the maximum rate of any item of work for payment not included in the
agreement, will be the P.U. Schedule rates of work fixed time to time. In case P.U. not having their own
schedule of rates, the schedule rate of work of S.B./C., P.W.D. may be followed.

Om case any item of work not covered by Bihar National College, or P.W.D. schedule of rates may be paid
as per actual analysis of rates obtained from the local market.

Sd/-
Principal
Bihar National College,, Patna



NAME OF WORK: Repair work in the wash room over chamber of Principal,
B.N. College, P.U. Patna.

Tender amount:¥35,000/- Cost of tender paper: ¥ 250/ -,

paid by D.D. No.....ccccervuennenes Date ..../..../20...... & Name of Bank .....cccevvveveveennnnen

Name of Agency:

OFFICE OF THE PRINCIPAL

BIHAR NATIONAL COLLEGE
(EMERGENT NOTICE OF INVITING TENDER)

Sealed tenders on plain paper to be eventually drawn in U.E. Form 61 No. F2/K2/H will be received upto

15:00 hours on Friday the 24/11/2023. By the undersigned for the work of and will be opened in presence

of the tenderers of their authorized agents.

The bill of quantity will be sold up to 15:00 Hrs on 23/11/2023. There will be no sale on the date of

receiving tender.

The tender documents downloaded from the website will be submitted with cost of B.O.Q in the form of Demand
Draft in favor of Principal, Bihar National College, Patna. Tenders submitted without cost of B.O.Q. in the form
of demand draft will be summarily rejected.

Tenderers are required to deposit Earnest money at the rate of % 100/- for every 5000/- or part thereof on
the amount of the Estimate. Earnest Money can be deposited in shape of Demand Draft, N.S.C., N.D.C.,
Post Office Saving Bank Deposit, Post Office Time Deposit duly pledged to the Principal, Bihar National
College,The tenderers shall have to attach a copy of N.P.S.C., N.D.C., N.S.C., D.D., or Pass Book with
their quotations otherwise these tenders may outright be rejected. N.S.C., N.D.C. D.D., of Pass Book
furnished after the receipt of tender on specified date and time will in no case be entertained.

Tenderers shall quote their rates both in figures and words and amount worked out against each item of
work and initial all corrections, over writings interpolations. Indefinite forms like estimated rates etc. should
not be considered.

The rate quoted by the contractors should be inclusive of all taxes royalties and other incidental charges
(i.e. Labour Cess etc.)

This tender shall be covered by the following minimum eligibility criteria:

(i) The intending tenderer in his own name and style should have completed at least one same/similar
nature of work for a minimum value of 35% of the advertised value of the work for the last three
financial years(i.e. the current year and three previous years)

(i) The intending the tenderer in his own name and style should have received a minimum of 150% of the
advertised value of the work as Contractor amount during the last three financial year i.e. the current
year and three previous year which may be an attested certificate from the employer/client, audited
balance sheet duly certified by the Chartered Accountant.

(iii) Credentials from private individuals/firms will not be acceptable. Tenders without above documents
shall be summarily rejected.

The Contractor should quote in their quotations:

a. Period within which they can complete the work commenting from the date of written orders to
commence the work.

b. The plants and machinery they possess for execution of works.

c.  Experience, they have with details of woks and its locations.

d. Certificate, if any about the capacity of doing work.

e. Technical staff, if they possess.



10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

The Contractor should satisfy themselves fully about the nature and site of works before offering their
tenders and plea of any ignorance afterwards shall not be considered.

Tender without Earnest Money or insufficient Earnest Money will be outright rejected and there will be no
position on the body of C.S.

Contractors are required to furnish upto date Tax Clearance Certificate in respect of I.T. and S.T. along
with their tenders for values of works or ¥ 10,000/- or, over % 10,000/- in every tender. In absence of these
documents along with their tender they will have to submit the same or certificates of No. outstanding
Liabilities of I.T. and S.T. from the respective department within 10 days from the date of requisition in a
registered letter with A.D. failing which their tenders shall be outright rejected and their Earnest Money
furnished with the tenders shall stands forfeited without any further intimation.

Amount of Estimate: ¥ 35,000/-
Earnest Money: ¥700/-
Time of Completion: 1 Month

Conditional tenders may be outright rejected.

After approval of rates by the competent authority the contractor shall have to deposit the initial Security
money in shape of D.D. or N.S.C. with days of the receipt of the written orders from Engineer I/C and
execute agreement failing which his tender shall be rejected and Earnest Money forfeited.

Authority shall reserve the right to reject any or all the tenders or distribute the work to more than one
contractor without assigning any reasons.

No. claim for idle labours due to stoppage of work non supply of materials, drawing and designs or delay
due to any other reasons shall be entertained.

The Contractor shall arrange necessary site for accommodation and other facilities like medical aid etc. for
this labours at his own cost and initiative as well as will comply with all labours rules prevalent in the
locality.

The specification of work mentioned in B.O.Q. where not mentioned in that case S.B.C., P.W.D., will be
followed during the progress of the work. In case of any difference of things not being clear the instructions
of the Principal shall be followed.

No claim shall be entertained due to fluctuation of rates of labour and materials at any time during
completion of work.

20. Materials recoverable of non-recoverable(direction issued to work) shall be issued to the contractor on

21.

22.

23.

24.

proper H/R. Recovery of the cost of materials shall be made for the gross quantity issued and not for the
quantity consumed in the portion of the work billed for. If materials are obtained in excess of precise
requirement, the recovery of the cost of such materials will be made at double the issue rate stipulated in
agreement.

The contractor employing trucks for carriage of materials or other works shall comply with the rules of Motor
Vehicles Act.

In the case of L.S. Tenders contractors should clearly write both in figures and words.

It will be obligatory on the part of the tenders to keep his tender open for a period of 6 months(180 days)
from the date of opening of tender for acceptance.

Special terms & Condition:

(a) The contractor should have submitted details of Plant & Machineries with tender along with
ownership documents. If the same will be outsourced then valid agreement or authorization
certificate for use of plant & machineries should be submitted along with tender.

(b) The contractor should maintain the road during the defect liability period from the date of completion
of work.



(c) The contractor shall do the routine maintenance of road, including pavements, road side and cross
drain if any to the requires standards and keep the entire road surface and structure in defect free
condition during defect liability period.

25. “SITE ORDER BOOK”:- with numbered pages and bearing the certificates of the E/I of containing so much
pages shall have to maintained by the contractor at the site of work, and it will have to be produced, if the
E.l. or Inspecting officers desire for any instructions concerning the work. This shall be the property of the
Department after completion of work.

26. No. work beyond agreement shall be executed by the contractor unless specifically ordered by the E/l in
writing on “SITE ORDER BOOK” and the claim for such work shall be submitted regularly in every month. If
the claim is not received in the month to which it relates it will be treated as time barred and may be
disallowed.

27. Registered contractors of appropriate category of the P.W.D (R.C.D. & B.C.D.)/B.Il.A.D.A./Bihar
M.E.S./Bihar Rajya Pul Nigam/CPWD and P.U. having satisfactory records of work will be allowed to tender

for the work.

Sd/-
Principal
Bihar National College, Patna



BILL OF QUANTITIES

NAME OF WORK : Repair work in the wash room over chamber of Principal, B.N. College, P.U.

Patna.

Estimated cost : Rs.35,000

Date of Receiving Tender :

Earnest Money Required : Rs.700

Time of completion : 1 Month

Cost of B.O.Q. : Rs. 250.00 M.R. No and date

S.N Code
No

Description

Quantity

Unit

Rate

Amoun

(Rs.)

Providing following workers for removing old and
damage floor tiles, pipes, wash basin, urinal pot
1 etc. of the wash room and re fixing the fittings
after necessary works, as per direction of
Engineer-in-charge.

a oL27 Plumber

Labou
r /Day

Labou
r /Day

449.65

2698

b OL71 Skilled Labour

Labou
r /Day

Labou
r /Day

446.20

2677

Dismantling W.C. Pan of all sizes including
disposal of dismantled materials i/c malba all
complete as per directions of Engineer-in
Charge.

2 14.82

Each

54

54

Providing and laying damp-proof Course 50 mm
thick with cement concrete 1:2:4(1cement:2:2
coarse sand :4 graded stone aggregate 20mm
nominal size)

3 411

5 Sgm

Sgm

245.60

1228

Providing and laying Ceramic glazed floor tiles
300x300 mm (thickness to be specified by the
manufacturer) of 1 st quality conforming to IS :
13755 of NITCO , ORIENT , SOMANY ,
KAJARIA or equivalent make in colours such as
white , lvory , Grey , Fume , Red , Brown , laid
on 20 mm thick cement motar 1:4 (1 cement: 4
Coarse sand) including grouting the joints with
white cement and matching pigments etc,
complete

4 11.39

5 Sgm

Sgm

1329.80

6649

Providing and fixing white vitreous china
pedestal type water closet (European type W.C.
pan) with seat and lid, 10 litre low level white
P.V.C. flushing cistern, including flush pipe, with
manually controlled device (handle lever),
conforming to IS : 7231, with all fittings and
fixtures complete, including cutting and making
good the walls and floors wherever required
‘W.C. pan with ISI marked white solid plastic
seat and lid

5 1721

Each

4230

4230

Providing following materials of approved quality,
as per direction of Engineer-in-charge.

a Two way bib cock

Each

1000

1000

b Health focet

Each

850

850

Providing and fixing P.V.C. waste pipe for sinks
7 17.28.1 | or wash basins including P.V.C. waste fittings
complete Semi rigid pipe 40 mm dia.

Each

101.70

102

Providing and fixing toilet paper holder : C.P.
brass.

17.34.1

Each

550.70

551




Providing and fixing Chlorinated Polyvinyl
Chloride (CPVC) pipes, having thermal stability
for hot & cold water supply, including all CPVC
plain & brass threaded fittings, including fixing

9 the pipe with clamps at 1.00 m spacing. This
includes jointing of pipes & fittings with one step
CPVC solvent cement and testing of joints
complete as per direction of Engineer in

18.7.6 | Charge.50 mm nominal outer dia Pipes

791

3955

Providing and fixing uplasticised PVC connection
10 8.21.2 | pipe with brass ions :45 cm length 15 mm
nominal bore

No

Each

85.20

256

Providing and fixing C.P. brass angle valve for
11 18.53 basin mixer and geyser points of approved
quality conforming to 1S:8931

No

Each

500.40

1501

Providing and fixing C.P. Brass extension nipple
12 18.53.A | (size 15mmx50mm) of approved make and
quality as per direction of Engineer-in-charge.

No

Each

61.70

185

Providing and fixing PTMT grating of approved

13 quality and colour.

18.58.2. | 150 mm nominal size square 100 mm diameter
1 of the inner hinged round grating

No

Each

169.70

170

b 18.58.1. 125 mm nominal dia with 25 mm waste hole

No

Each

45.20

45

18.58.1. Circular type-100 mm nominal dia

No

Each

33.20

33

Providing and fixing on wall face unplastidsed-
PVC(working pressure 4 kgf per sgm) rain water
14 12.78.2 | pipes conforming to IS :4985 including jointing
with seal ring conforming to IS: 5382 leaving 10
mm gap for thermal expansion.

257.50

1288

Providing and fixing on wall face unplasticised -
PVC molded fittings /accessories for un
plasticised-PVC rain water pipes conforming to
(S:4985 including jointing with seal ring
conforming to 1S: 5382 leaving 10 mm gap for
thermal expansion.

15

12.79.3. Single tee with door-110x110x110mm

No

Each

193.40

193

b 12.79.5. 110 mm bend

No

Each

132

132

16 Carriage of materials:

Stone aggregate from Manpur Gaya 100 Km
distance of surface road to P.U.

Cum

Cum

2365.40

591

b Sone sand from Koelwar, 45 Km distance

Cum

Cum

1178.20

1178

Price difference of materials ,for Patna urban
area: Cement.

Bag

Bag

19.44

19

18 Reserved price for any other un seen work.

L.S.

L.S.

5415

5415

TOTAL

35000

| do agree to do the work on

(€) P or estimated rate
(b)......... % below on estimated rate
(C)euennnnn. % above on estimated rate

Mobile Number ;

Sd/-
Principal

Bihar National College, Patna




11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

N.I.T. SPECIAL CONDITIONS

Rates quoted should be inclusive of all taxes, royalties carriage and all other incidental charges what so
ever.

The contractor shall not stipulate any additional conditions in their tender for increase of rates due to
increase in rate of taxation. Rly. Freight and etc.

The rates should be written in figures as well as in words in such a way that in interpolation is not possible
and total amount of each item should be written both in figures and words and total amount of each page will
also indicate both in figures and words.

Taxes, Rly. Freight and incidental charges on materials and labour in respect of the contractor shall be
payable by the contractor and College shall not entertain any claim whatsoever in this respect.

Tender specifying certain percentage above or below the tender amount and other conditions in connection
with the tender will not be given any consideration. Only tenders put in the prescribed from will be
considered. Tenders containing percentage above or below the total tendered amount or estimated amount
will be summarily rejected.

The tenderers should acquaint themselves with the work and working conditions of the site locality and no
claim will be entertained on this issue.

Site of execution of the work will be available as son as work in awarded. In case, it is not possible for the
department to take the entire site available on the award of the work, the contractor will have to arrange his
working programaccordingly.

The contractor’s responsibility for the construction shall commence from the date of issue of work order
The contractor shall study the specification, drawings and design carefully before submitting the tender %
The work will be executed according to the approved and sanctioned design and drawing from time to time
which will be binding on the contractor. No claim for the changes or modification in drawing and design will
be tenable.

The contractor will be issued departmental materials as per actual requirement in stock length and size
available with the department. Material is taken by the contractor in excess of the calculated requirement will
be charged to panel rates which will be double the issue rates of the materials.

Contractor shall have to keep in upto date account of materials at site and his stores shall be inspected and
stock taking will be done as and when required by the supervising staff of the department. The contractor
should arrange for such inspection and free access should be given to the Supervising staff for such check
up.

Quantities mentioned in the bill of quantity are approximate and the same may increase of decrease. Nothing
extra bill be paid for such increase or decrease in quantity of various item of works.

No claim shall be entertained on the grounds of fluctuation of rate in labour and materials etc. in the market
during the period of filling the tender and completion of work.

The contractor shall arrange for necessary site accommodation and other facilities for the labour and no
claim for medical aid to labour or any other incidental charges shall be entertained.

No claim for idle labour due to non-supply or delayed supply of materials machinery. design etc. by the
department will be entertained.

The contractor shall strictly follow the conditions laid down in the minimum wages act. He shall also comply
with the labour laws as may be current and furnish information as required from time to time.

All materials brought to sit by the motor vehicle, other than vehicles belonging to the contractor for this work,
should be by public carriers vehicles. The carriage of such materials by Private carrier would be illegal and
contractor will accordingly be responsible for employing private carrier instead of public carrier.

The mortar vehicles rules should be followed by the contractor will also be responsible for infringement of
traffic rules accident, damages to roads and culverts etc. No responsibility for all or any of the above things
will rest with department.

The work shall be done according to the College specification. In respect of such items of work which is not
covered by the College specification the specification laid down by the Superintending Engineer, South Bihar
Circle shall be allowed which will be final and conclusive.

All R.C.C. as well as plain cement concrete work shall be machine mixed and vibrated property and
submerged with 2” constant head of water over horizontally laid concrete component and constant spray
curing on verticals concrete complete as directed by Engineer In charge.

Lime concrete intended for terrace work over R.C.C. slab roof shall also machine maxed.

All shuttering and centering materials shall be arranged and procured by the contractor at his own cost and
shall consist of rigid and sound work and steel works not to deform or disturb as a sequel to the working of
vibrator. A scaffolding materials shall also be procured and arrange by the contractor at his cost. In case of
centering and shuttering of R.C.C. column only steel plates of requisites thickness shall be used in centering
and shuttering and not the wooden planks, so as to give smooth surface.

To claim shall be entertained for cleaning and scaping rusts and normal elements from steel issued by the
department.

All R.C.C. works shall be designed as per latest |.S. code of practice.



26.

27.

28.

29.
30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

If during execution of work, any item which is provided in the bill of quantities, is not required to be executed
due to change of specification etc. the contractor will have no claim whatsoever if that item is not done
through them.

The contractor shall get the samples of bricks, sand stone chips etc. approved by the Principal before

undertaking mass collection of the same. Sample of the approved quality of materials shall be kept in the

custudy for comparison later on when the contractor’'s supply is made during progress of the work.

For overall structural works except plastering clean and coarse Sone, sand shall be used. For plastering,

clean and medium Sone sans shall be used and should be screened to 256 mash in one squire inch before

use in work.

Flat iron, for making grills for window, hand rails for stair case etc. shall be procured by the tenderer himself.

All points of welding in grills etc. must be clean smooth and strong. The samples of grill shall be got

approved by the Principal I/C before taking up mass manufacture.

After completion of work the building floor shall be thoroughly washed and cleaned. The ugly marks on glass

panes shutters etc. shall be removed and damages made good. The works of paint cement etc. shall be

removed and cleaned nicely at the contractor’s cost.

The contractor shall remove all his surplus materials rubbish etc. and leave the site clean and tidy after

leveling and dressing the premises of the works as directed by the Engineer Incharge and then the work

shall be considered as complete.

The site should be cleaned of all rubbishes, leveled and dressing as directed by the Engineer In-charge and

shall prepare for layout works. Engineer weeds stumps of trees if any shall be removed by the contractor at

his cost before layout is taken up as directed by the Engineer I/C. The cost of masonry pages standing
labours and etc. are incidental expenditures in layout of the work and shall not constitute a claim for the
some.

The arrangements and the cost of all the store shed, labour shed, tools scaffolding water supply

arrangement electric supply and building accessories shall be borne by the contractor at his cost and noting

will rest with the depart. The contractor shall also provide all facilities and medical aid to the labours
employed, at his cost.

Concrete mixer/vibrator (subject to their availability with the department at the time otherwise the contractor

will mark his own arrangements thereof) will be issued on the following terms and conditions.

(@) Concrete mixer rent ¥ 9/-(Nine only) per day or part thereof for the number of days it works with the
contractor.

(b) Vibrator rent ¥ 5.50(Rupees five and paisa fifty) only per day or part thereof for the number of days
it remains with the contractor including idle days i.e. from the date of issue to the date of return to the
Bihar National College, Godown by the contractor.

@ Cost of running and cleaning the plants and machineries and other incidental charges in
carriages from Bihar National College, Godown to the site of the work and their return to Bihar
National College, Godown from site of work shall born by the contractor at his own cost.

(b) Pay and allowance of the driver and khalasi @ 15/- per day working on the machineries will be born
by the contractor for the period machine remains with the contractor and necessary recovery will be
made from the contractor bill.

(©) Cost of materials such as lubricants, oil, greases, petrol, diesel, jute, etc. required during the work
for the mixer. vibration and other departmental machineries if issued from B.N. College stock will be
recovered from the contractor at the rate fixed by the Engineer I/C and shall be binding on the
contractor.

The contractor is liable to pay security deposit for concrete mixer, vibrator and other department,

Machineries issued to him at the rate fixed by the Principal, B.N. College, Patna. The amount is refundable

as soon as the machinery is returned in the Bihar National College, Godown in good and running condition

after full completion of the job.

The contractor shall be responsible for appear up keep of the machinery under his charge and shall return

the same to P.U. Godown in good and sound condition. In event of loss or damage to any part, the valuable

of the same is assessed by the Engineer Incharge shall be recovered by the contractor.

The power roller may be supplied free of cost but all cost of running and cleaning will be met by the
contractor and the pay and allowances of the driver and khalasi will be recovered from the contractor @ %
15/-(X Fifteen only) per day. A penalty of ¥ 30/- [(RThirty ) only per day will be imposed on the contractor for
keeping the roller idle.

any approach road necessary for carriage of building materials to site of work, will have to be constructed by
the contractor at his own cost and no claim for the same will be entertained by the department.

The contractor shall keep at site such implements so to cost the soundness of material etc. at site. Moulds
for making concrete cubes, steel comes for slump test etc. shall be kept at site and the cost of making them
shall be borne by the contractor and no claim for the same will be tenable. He shall also provide and mark all
arraignments at his cost for collecting, preparing and forwarding required number of samples for test and
analysis at such time and such places or places as directed by the Engineer I/C and full payment of R.C.C.
work shall be made only on satisfactory test result.
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49,
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52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

62.

The department will not hold itself responsible if the work has be stopped at any stage of progress due to
reasons beyond the control of the department and no claim will be entertained for the same.

The Government materials issued to the contractor for the work shall be properly looked after and guarded
against theft, pilferage and losses due to fire etc. and for such any loss, the responsibility shall entirely rest
with the contractor.

The contractor shall employ sufficient number of skilled and experienced labours to the job in order to
achieve proportionate time given for the work during, execution of work, if his any mason or labour is found
avoiding instructions to follow, shall be turn out at once from the work site.

Good and approved quality of lime should be used and samples may be got approved before use in works.
In all R.C.C. and R.C.C. works, Pakur or Manpur stone chips and sore sand of specified size grade and
quality confirming to the Indian standard specification no. 456-964 shall be used. The bricks to be used in all
brick works shall confirm requirement of relevant I.S. Code.

In case of T.L. Inverted or Rectangular beams, only the rib portion projecting or below the slab shall be
insured for payment purpose.

The jamb and soffit of the door and windows openings should be smooth, true to plumb and suitable
speaces will have to be left for receiving W.I. clamps as per direction of Engineer In- Charge for which no
claim shall be entertained.

Procurement of water in all seasons with all leads and liftz will rest with the contractor at his cost.

The N.L.T. special conditions and other condition attached with the bill quantity will form intergral part of the
contract document and should be dully signed by the tendered on each page as taken of acceptance while
submitting the tender for the work.

The contractor will be responsible for accident etc. if any during execution of work and nothing will rest with
the department.

Suitable recess for fixing claps for doors and window, Jali work and railings whenever required, shall have to
be provided by the contractor in brick walls, R.C.C. columns and R.C.C. roof as per direction of Engineer I/C
without any cost.

The Engineer in charge will have full powers to inquire the removal, from the premises of the site, of all
materials which in his opening are not in accordance with, specification and in case of default the Engineer.
I/C is at liberty to sell such inferior material at the contractor’s cost and risks.

For purpose of payment of brick works; 19 on thick walls done with new size of bricks as per latest I.S.I
specification shall be measured as 8”(Eighth inches) thick.

The teak wood and Salwood shall be well seasoned and free from dead knots and other timber defects for
the manufacture of frames and shutters and should be got approved before use in the works.

Fittings and fixtures for doors and windows etc, shall be got approved by the Principal well in advance before
use in work. The approved fittings and fishing fixtures shall be mounted on a wooden board and always kept
at site of work open or inspection and one such mounted board will be deposited in the office of the Principal
at the contractor cost.

Where not otherwise specified 1/8” thick plain glass panes weighting 2400 per fit (now 7.5 Kg per sgm only)
shall be used in all glazed shutter

The contractor shall offer all facilities to the departmental officers for supervision, taking measurements,
checking of bills etc. and any damage so occurred in the process will be made good by the contractor at his
own cost.

Where joints in reinforcements in all R.C.C. works cannot be avoided due to required length of steel bars,
whether mild or for steel, they will be formed by over lapping to a length of 45 times the diameter and tied
with 16.5 annealed soft iron wire.

during casting R.C.C. foundation, the foundation trenches shall be kept free from water and if necessary the
water shall be pumped out for which no extra payment to contractor shall be paid.

In on account bills of the contractors, the maximum rate of any item of work for payment not included in the
agreement, will be the P.U. Schedule rates of work fixed time to time. In case P.U. not having their own
schedule of rates, the schedule rate of work of S.B./C., P.W.D. may be followed.

Om case any item of work not covered by Bihar National College, or P.W.D. schedule of rates may be paid
as per actual analysis of rates obtained from the local market.

Sd/-
Principal
Bihar National College,, Patna



NAME OF WORK: Partition work in the Exam Hall 01 in the Pariksha Bhawan
in B.N. College, Patna.

Tender amount:¥86,000/- Cost of tender paper: ¥ 500/ -,

paid by D.D. No.....ccccervuennenes Date ..../..../20...... & Name of Bank .....cccevvveveveennnnen

Name of Agency:

OFFICE OF THE PRINCIPAL

BIHAR NATIONAL COLLEGE
(EMERGENT NOTICE OF INVITING TENDER)

1. Sealed tenders on plain paper to be eventually drawn in U.E. Form 61 No. F2/K2/H will be received upto
15:00 hours on Friday the 24/11/2023. By the undersigned for the work of and will be opened in presence
of the tenderers of their authorized agents.

2. The bill of quantity will be sold up to 15:00 Hrs on 23/11/2023. There will be no sale on the date of
receiving tender.

3. The tender documents downloaded from the website will be submitted with cost of B.O.Q in the form of Demand

Draft in favor of Principal, Bihar National College, Patna. Tenders submitted without cost of B.O.Q. in the form
of demand draft will be summarily rejected.

4. Tenderers are required to deposit Earnest money at the rate of ¥ 100/- for every 5000/- or part thereof on
the amount of the Estimate. Earnest Money can be deposited in shape of Demand Draft, N.S.C., N.D.C.,
Post Office Saving Bank Deposit, Post Office Time Deposit duly pledged to the Principal, Bihar National
College,The tenderers shall have to attach a copy of N.P.S.C., N.D.C., N.S.C., D.D., or Pass Book with
their quotations otherwise these tenders may outright be rejected. N.S.C., N.D.C. D.D., of Pass Book
furnished after the receipt of tender on specified date and time will in no case be entertained.

5. Tenderers shall quote their rates both in figures and words and amount worked out against each item of
work and initial all corrections, over writings interpolations. Indefinite forms like estimated rates etc. should
not be considered.

6. The rate quoted by the contractors should be inclusive of all taxes royalties and other incidental charges
(i.e. Labour Cess etc.)

7. This tender shall be covered by the following minimum eligibility criteria:

(i) The intending tenderer in his own name and style should have completed at least one same/similar
nature of work for a minimum value of 35% of the advertised value of the work for the last three
financial years(i.e. the current year and three previous years)

(i) The intending the tenderer in his own name and style should have received a minimum of 150% of the
advertised value of the work as Contractor amount during the last three financial year i.e. the current
year and three previous year which may be an attested certificate from the employer/client, audited
balance sheet duly certified by the Chartered Accountant.

(iii) Credentials from private individuals/firms will not be acceptable. Tenders without above documents
shall be summarily rejected.

8. The Contractor should quote in their quotations:

a. Period within which they can complete the work commenting from the date of written orders to
commence the work.

b. The plants and machinery they possess for execution of works.

c.  Experience, they have with details of woks and its locations.

d. Certificate, if any about the capacity of doing work.

e. Technical staff, if they possess.
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11.
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14.
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19.

The Contractor should satisfy themselves fully about the nature and site of works before offering their
tenders and plea of any ignorance afterwards shall not be considered.

Tender without Earnest Money or insufficient Earnest Money will be outright rejected and there will be no
position on the body of C.S.

Contractors are required to furnish upto date Tax Clearance Certificate in respect of I.T. and S.T. along
with their tenders for values of works or ¥ 10,000/- or, over % 10,000/- in every tender. In absence of these
documents along with their tender they will have to submit the same or certificates of No. outstanding
Liabilities of I.T. and S.T. from the respective department within 10 days from the date of requisition in a
registered letter with A.D. failing which their tenders shall be outright rejected and their Earnest Money
furnished with the tenders shall stands forfeited without any further intimation.

Amount of Estimate: ¥ 86,000/-
Earnest Money: ¥1720/-
Time of Completion: 1.5 Month

Conditional tenders may be outright rejected.

After approval of rates by the competent authority the contractor shall have to deposit the initial Security
money in shape of D.D. or N.S.C. with days of the receipt of the written orders from Engineer I/C and
execute agreement failing which his tender shall be rejected and Earnest Money forfeited.

Authority shall reserve the right to reject any or all the tenders or distribute the work to more than one
contractor without assigning any reasons.

No. claim for idle labours due to stoppage of work non supply of materials, drawing and designs or delay
due to any other reasons shall be entertained.

The Contractor shall arrange necessary site for accommodation and other facilities like medical aid etc. for
this labours at his own cost and initiative as well as will comply with all labours rules prevalent in the
locality.

The specification of work mentioned in B.O.Q. where not mentioned in that case S.B.C., P.W.D., will be
followed during the progress of the work. In case of any difference of things not being clear the instructions
of the Principal shall be followed.

No claim shall be entertained due to fluctuation of rates of labour and materials at any time during
completion of work.

20. Materials recoverable of non-recoverable(direction issued to work) shall be issued to the contractor on

21.

22.

23.

24.

proper H/R. Recovery of the cost of materials shall be made for the gross quantity issued and not for the
quantity consumed in the portion of the work billed for. If materials are obtained in excess of precise
requirement, the recovery of the cost of such materials will be made at double the issue rate stipulated in
agreement.

The contractor employing trucks for carriage of materials or other works shall comply with the rules of Motor
Vehicles Act.

In the case of L.S. Tenders contractors should clearly write both in figures and words.

It will be obligatory on the part of the tenders to keep his tender open for a period of 6 months(180 days)
from the date of opening of tender for acceptance.

Special terms & Condition:

(a) The contractor should have submitted details of Plant & Machineries with tender along with
ownership documents. If the same will be outsourced then valid agreement or authorization
certificate for use of plant & machineries should be submitted along with tender.

(b) The contractor should maintain the road during the defect liability period from the date of completion
of work.



(c) The contractor shall do the routine maintenance of road, including pavements, road side and cross
drain if any to the requires standards and keep the entire road surface and structure in defect free
condition during defect liability period.

25. “SITE ORDER BOOK”:- with numbered pages and bearing the certificates of the E/I of containing so much
pages shall have to maintained by the contractor at the site of work, and it will have to be produced, if the
E.l. or Inspecting officers desire for any instructions concerning the work. This shall be the property of the
Department after completion of work.

26. No. work beyond agreement shall be executed by the contractor unless specifically ordered by the E/l in
writing on “SITE ORDER BOOK” and the claim for such work shall be submitted regularly in every month. If
the claim is not received in the month to which it relates it will be treated as time barred and may be
disallowed.

27. Registered contractors of appropriate category of the PW.D (R.C.D. & B.C.D.)/B.l.A.D.A./Bihar
M.E.S./Bihar Rajya Pul Nigam/CPWD and P.U. having satisfactory records of work will be allowed to tender

for the work.

Sd/-
Principal
Bihar National College, Patna



BILL OF QUANTITIES

NAME OF WORK : Partition work in Exam hall 01 in the Pariksha Bhawan in B.N. College , Patna

Estimated cost

: Rs.86,000

Date of Receiving Tender :

Earnest Money Required : Rs.1720

Time of completion : 1.5 Month

Cost of B.O.Q.

: Rs. 500.00

M.R. No and date

S.N.

Code

No

Description

Quantity

Unit

Rate

Amoun

(Rs.

15.7.4

Demolishing brick work including stacking of
serviceable material and disposal of
unserviceable material within 50 meters lead:In
cement mortar.

1 Cum

Cum

823.70

824

15.3.1

Removing mortar form bricks and cleaning bricks
including stacking within a lead of 50m (stacks of
cleaned bricks shall be measured):From brick
work in cement mortar.

0.5 Cum

Cum

2706.20

1353

51.2

Providing and laying in position specified grade of
reinforced cement concrete excluding the cost of
centring, shuttering, f inishing and reinforcement-
All work puto plinth level- 1:1:2 (1 cement:1
coarse sand:2 graded stone aggregate 20mm
nominal size)

0.2 | Cum

Cum

4688.30

938

6.1.12/1

Brick work with bricks of class designation 100A in
foundations and plinth in : Cement mortar 1 .:4 (1
cement: 4 coarse sand )

2 Cum

Cum

5017.90

10036

6.3A

Extra for Brick work in superstructure above plinth
level upto floor V cum.

2 Cum

Cum

638.20

1276

6.18.4.A

Half brick masonry with bricks of class designation
100A in foundations and plinth in : Cement mortar
1:3 (1 cement: 3 coarse sand)

23 Sgm

Sgm

599.30

13784

6.19.A

Extra for half Brick masonry in superstructure
above pinth level upto floor V level.

23 Sgm

Sgm

89.70

2063

53

Reinforced cement conrete work in
beams,suspended floors, roofs having slope upto
15, landings,balconiec, shelves, chajjas, lintels,
bands, plain window sills, staircases and spiral
stair cases upto floor five level excludingthe cost
of centring, shuttering, finishing and reinforement
with 1:2:4(1 cement:2 coarse sand:4 graded stone
aggregate 20 mm nominal

size).

0.3 Cum

Cum

5335.90

1601

5.22.7.A

Reinforcement for R.C.C. work including
straightening, cutting, bending, placing in position
and binding all complete.Thermo-Mechanically
Treated bars TMTC-500-8mm dia ghtening,

50 | Kg

Kg

94.50

4725

10

595

Centering and shuttering including
strutting,propping etc. and removal of form
for.Lintels, beams, plinth bams, griders,
bressumers and contilevers

6 Sgm

Sgm

404.70

2428

11

13.11.2

Cement plaster in course sand 12 mm cement
plaster of mix: 1:4(1 cement :4 coarse sand).

31 Sgm

Sgm

152.90

4740

12

13.12.2

15 mm cement plaster on rough side of single or
half brick wall of mix 1:4(1 cement: 4 coarse sand

)

31 Sgm

Sgm

176.40

5468




Providing and applying white cement based putty
of average thickness 2 mm, of approved brand
13 and manufacturer, over the plastered wall surface 62 Sgm | Sgm 105.40 6535
to prepare the surface even and smooth
13.80.A2 | complete.
Distempering with oil bound washa ble distemper
14 13.77.2 of approved brand and manufacture to give an 62 sqm | sqm 102.3 6343
even shade New work (two or more coats ) over
and including priming coat with cement primer
0,
15 2602 F | Less, the cost of old bricks likely to be obtained 247 No A)SN 6682.50 -1651
Providing and fixing M.S. grills of required pattern
16 9ag2 | N frames of wmdoyvs etc. W|th_ MI.S. flats, square 20 Kg | Kg 161.40 11298
or round bars etc. including priming coat with
approved steel primer all complete.
Painting with synthetic enamel paint of approved
17 13.93.1 | brand and manufacture to give an even 6 Sgm | Sgm 84.50 507
shade:Two or more coats on new work
12 mm cement plaster 1:3( 1 cement: 3 coarse
18 13.17.1 sand) finished with a floating coat of neat cement 10 Sam | Sgm 203.60 2036
19 Carriage of materials:
Designation 100 A bricks from 8 Km distance of %0N
a surface road with 1 Km kutcha road from Patna 1800 No o 1793.50 3228
University.
b S'tone aggregate from Manpur Gaya 100 Km 05 cum | cum | 2365.40 1183
distance of surface road to P.U.
c Sone sand from Koelwar, 45 Km distance 3 Cum | Cum | 1178.20 3535
17 Price difference of materials ,for Patna urban
area:
. . . %0N
a Designation 100 A bricks 1800 No o 1426.02 2567
Cement. 22 Bag Bag 14.33 315
18 Reserved price for any other un seen work. 1 L.S. L.S. 868 868
TOTAL 86000
Sd/-
Principal

| do agree to do the work on

or estimated rate
% below on estimated rate
% above on estimated rate

Mobile Number ;

Bihar National College, Patna




11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

N.I.T. SPECIAL CONDITIONS

Rates quoted should be inclusive of all taxes, royalties carriage and all other incidental charges what so
ever.

The contractor shall not stipulate any additional conditions in their tender for increase of rates due to
increase in rate of taxation. Rly. Freight and etc.

The rates should be written in figures as well as in words in such a way that in interpolation is not possible
and total amount of each item should be written both in figures and words and total amount of each page will
also indicate both in figures and words.

Taxes, Rly. Freight and incidental charges on materials and labour in respect of the contractor shall be
payable by the contractor and College shall not entertain any claim whatsoever in this respect.

Tender specifying certain percentage above or below the tender amount and other conditions in connection
with the tender will not be given any consideration. Only tenders put in the prescribed from will be
considered. Tenders containing percentage above or below the total tendered amount or estimated amount
will be summarily rejected.

The tenderers should acquaint themselves with the work and working conditions of the site locality and no
claim will be entertained on this issue.

Site of execution of the work will be available as son as work in awarded. In case, it is not possible for the
department to take the entire site available on the award of the work, the contractor will have to arrange his
working programaccordingly.

The contractor’s responsibility for the construction shall commence from the date of issue of work order %
The contractor shall study the specification, drawings and design carefully before submitting the tender %
The work will be executed according to the approved and sanctioned design and drawing from time to time
which will be binding on the contractor. No claim for the changes or modification in drawing and design will
be tenable.

The contractor will be issued departmental materials as per actual requirement in stock length and size
available with the department. Material is taken by the contractor in excess of the calculated requirement will
be charged to panel rates which will be double the issue rates of the materials.

Contractor shall have to keep in upto date account of materials at site and his stores shall be inspected and
stock taking will be done as and when required by the supervising staff of the department. The contractor
should arrange for such inspection and free access should be given to the Supervising staff for such check
up.

Quantities mentioned in the bill of quantity are approximate and the same may increase of decrease. Nothing
extra bill be paid for such increase or decrease in quantity of various item of works.

No claim shall be entertained on the grounds of fluctuation of rate in labour and materials etc. in the market
during the period of filling the tender and completion of work.

The contractor shall arrange for necessary site accommodation and other facilities for the labour and no
claim for medical aid to labour or any other incidental charges shall be entertained.

No claim for idle labour due to non-supply or delayed supply of materials machinery. design etc. by the
department will be entertained.

The contractor shall strictly follow the conditions laid down in the minimum wages act. He shall also comply
with the labour laws as may be current and furnish information as required from time to time.

All materials brought to sit by the motor vehicle, other than vehicles belonging to the contractor for this work,
should be by public carriers vehicles. The carriage of such materials by Private carrier would be illegal and
contractor will accordingly be responsible for employing private carrier instead of public carrier.

The mortar vehicles rules should be followed by the contractor will also be responsible for infringement of
traffic rules accident, damages to roads and culverts etc. No responsibility for all or any of the above things
will rest with department.

The work shall be done according to the College specification. In respect of such items of work which is not
covered by the College specification the specification laid down by the Superintending Engineer, South Bihar
Circle shall be allowed which will be final and conclusive.

All R.C.C. as well as plain cement concrete work shall be machine mixed and vibrated property and
submerged with 2” constant head of water over horizontally laid concrete component and constant spray
curing on verticals concrete complete as directed by Engineer In charge.

Lime concrete intended for terrace work over R.C.C. slab roof shall also machine maxed.

All shuttering and centering materials shall be arranged and procured by the contractor at his own cost and
shall consist of rigid and sound work and steel works not to deform or disturb as a sequel to the working of
vibrator. A scaffolding materials shall also be procured and arrange by the contractor at his cost. In case of
centering and shuttering of R.C.C. column only steel plates of requisites thickness shall be used in centering
and shuttering and not the wooden planks, so as to give smooth surface.

To claim shall be entertained for cleaning and scaping rusts and normal elements from steel issued by the
department.

All R.C.C. works shall be designed as per latest |.S. code of practice.



26.

27.

28.

29.
30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

If during execution of work, any item which is provided in the bill of quantities, is not required to be executed
due to change of specification etc. the contractor will have no claim whatsoever if that item is not done
through them.

The contractor shall get the samples of bricks, sand stone chips etc. approved by the Principal before

undertaking mass collection of the same. Sample of the approved quality of materials shall be kept in the

custudy for comparison later on when the contractor’s supply is made during progress of the work.

For overall structural works except plastering clean and coarse Sone, sand shall be used. For plastering,

clean and medium Sone sans shall be used and should be screened to 256 mash in one squire inch before

use in work.

Flat iron, for making grills for window, hand rails for stair case etc. shall be procured by the tenderer himself.

All points of welding in grills etc. must be clean smooth and strong. The samples of grill shall be got

approved by the Principal I/C before taking up mass manufacture.

After completion of work the building floor shall be thoroughly washed and cleaned. The ugly marks on glass

panes shutters etc. shall be removed and damages made good. The works of paint cement etc. shall be

removed and cleaned nicely at the contractor’s cost.

The contractor shall remove all his surplus materials rubbish etc. and leave the site clean and tidy after

leveling and dressing the premises of the works as directed by the Engineer Incharge and then the work

shall be considered as complete.

The site should be cleaned of all rubbishes, leveled and dressing as directed by the Engineer In-charge and

shall prepare for layout works. Engineer weeds stumps of trees if any shall be removed by the contractor at

his cost before layout is taken up as directed by the Engineer I/C. The cost of masonry pages standing
labours and etc. are incidental expenditures in layout of the work and shall not constitute a claim for the
some.

The arrangements and the cost of all the store shed, labour shed, tools scaffolding water supply

arrangement electric supply and building accessories shall be borne by the contractor at his cost and noting

will rest with the depart. The contractor shall also provide all facilities and medical aid to the labours
employed, at his cost.

Concrete mixer/vibrator (subject to their availability with the department at the time otherwise the contractor

will mark his own arrangements thereof) will be issued on the following terms and conditions.

(a) Concrete mixer rent ¥ 9/-(Nine only) per day or part thereof for the number of days it works with the
contractor.

(b) Vibrator rent ¥ 5.50(Rupees five and paisa fifty) only per day or part thereof for the number of days
it remains with the contractor including idle days i.e. from the date of issue to the date of return to the
Bihar National College, Godown by the contractor.

(a) Cost of running and cleaning the plants and machineries and other incidental charges in
carriages from Bihar National College, Godown to the site of the work and their return to Bihar
National College, Godown from site of work shall born by the contractor at his own cost.

(b) Pay and allowance of the driver and khalasi @ 15/- per day working on the machineries will be born
by the contractor for the period machine remains with the contractor and necessary recovery will be
made from the contractor bill.

(©) Cost of materials such as lubricants, oil, greases, petrol, diesel, jute, etc. required during the work
for the mixer. vibration and other departmental machineries if issued from B.N. College stock will be
recovered from the contractor at the rate fixed by the Engineer I/C and shall be binding on the
contractor.

The contractor is liable to pay security deposit for concrete mixer, vibrator and other department,

Machineries issued to him at the rate fixed by the Principal, B.N. College, Patna. The amount is refundable

as soon as the machinery is returned in the Bihar National College, Godown in good and running condition

after full completion of the job.

The contractor shall be responsible for appear up keep of the machinery under his charge and shall return

the same to P.U. Godown in good and sound condition. In event of loss or damage to any part, the valuable

of the same is assessed by the Engineer Incharge shall be recovered by the contractor.

The power roller may be supplied free of cost but all cost of running and cleaning will be met by the
contractor and the pay and allowances of the driver and khalasi will be recovered from the contractor @
15/-(X Fifteen only) per day. A penalty of ¥ 30/- [(RThirty ) only per day will be imposed on the contractor for
keeping the roller idle.

any approach road necessary for carriage of building materials to site of work, will have to be constructed by
the contractor at his own cost and no claim for the same will be entertained by the department.

The contractor shall keep at site such implements so to cost the soundness of material etc. at site. Moulds
for making concrete cubes, steel comes for slump test etc. shall be kept at site and the cost of making them
shall be borne by the contractor and no claim for the same will be tenable. He shall also provide and mark all
arraignments at his cost for collecting, preparing and forwarding required number of samples for test and
analysis at such time and such places or places as directed by the Engineer I/C and full payment of R.C.C.
work shall be made only on satisfactory test result.



42.

43.

44,

45,
46.

47.

48.

49.
50.

51.

52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

62.

The department will not hold itself responsible if the work has be stopped at any stage of progress due to
reasons beyond the control of the department and no claim will be entertained for the same.

The Government materials issued to the contractor for the work shall be properly looked after and guarded
against theft, pilferage and losses due to fire etc. and for such any loss, the responsibility shall entirely rest
with the contractor.

The contractor shall employ sufficient number of skilled and experienced labours to the job in order to
achieve proportionate time given for the work during, execution of work, if his any mason or labour is found
avoiding instructions to follow, shall be turn out at once from the work site.

Good and approved quality of lime should be used and samples may be got approved before use in works.
In all R.C.C. and R.C.C. works, Pakur or Manpur stone chips and sore sand of specified size grade and
quality confirming to the Indian standard specification no. 456-964 shall be used. The bricks to be used in all
brick works shall confirm requirement of relevant I.S. Code.

In case of T.L. Inverted or Rectangular beams, only the rib portion projecting or below the slab shall be
insured for payment purpose.

The jamb and soffit of the door and windows openings should be smooth, true to plumb and suitable
speaces will have to be left for receiving W.I. clamps as per direction of Engineer In- Charge for which no
claim shall be entertained.

Procurement of water in all seasons with all leads and liftz will rest with the contractor at his cost.

The N.L.T. special conditions and other condition attached with the bill quantity will form intergral part of the
contract document and should be dully signed by the tendered on each page as taken of acceptance while
submitting the tender for the work.

The contractor will be responsible for accident etc. if any during execution of work and nothing will rest with
the department.

Suitable recess for fixing claps for doors and window, Jali work and railings whenever required, shall have to
be provided by the contractor in brick walls, R.C.C. columns and R.C.C. roof as per direction of Engineer I/C
without any cost.

The Engineer in charge will have full powers to inquire the removal, from the premises of the site, of all
materials which in his opening are not in accordance with, specification and in case of default the Engineer.
I/C is at liberty to sell such inferior material at the contractor’s cost and risks.

For purpose of payment of brick works; 19 on thick walls done with new size of bricks as per latest I.S.I
specification shall be measured as 8”(Eighth inches) thick.

The teak wood and Salwood shall be well seasoned and free from dead knots and other timber defects for
the manufacture of frames and shutters and should be got approved before use in the works.

Fittings and fixtures for doors and windows etc, shall be got approved by the Principal well in advance before
use in work. The approved fittings and fishing fixtures shall be mounted on a wooden board and always kept
at site of work open or inspection and one such mounted board will be deposited in the office of the Principal
at the contractor cost.

Where not otherwise specified 1/8” thick plain glass panes weighting 2400 per fit (now 7.5 Kg per sgm only)
shall be used in all glazed shutter

The contractor shall offer all facilities to the departmental officers for supervision, taking measurements,
checking of bills etc. and any damage so occurred in the process will be made good by the contractor at his
own cost.

Where joints in reinforcements in all R.C.C. works cannot be avoided due to required length of steel bars,
whether mild or for steel, they will be formed by over lapping to a length of 45 times the diameter and tied
with 16.5 annealed soft iron wire.

during casting R.C.C. foundation, the foundation trenches shall be kept free from water and if necessary the
water shall be pumped out for which no extra payment to contractor shall be paid.

In on account bills of the contractors, the maximum rate of any item of work for payment not included in the
agreement, will be the P.U. Schedule rates of work fixed time to time. In case P.U. not having their own
schedule of rates, the schedule rate of work of S.B./C., P.W.D. may be followed.

Om case any item of work not covered by Bihar National College, or P.W.D. schedule of rates may be paid
as per actual analysis of rates obtained from the local market.

Sd/-
Principal
Bihar National College,, Patna



